
 

6
" 

6
"

9
’-

0
"

 

 

6
" 

9
’-

0
"

1.

30^ Min 60^ Max

8
’-

0
"
 

M
i
n

 
G

U
Y
 

M
A

R
K

E
R

see "Temporary Wood Poles - General Notes" sheet.
For minimum allowable tension capacity of anchors 

COUNTY ROUTE
POST MILES

TOTAL PROJECT

SHEET TOTAL

SHEETS

PLANS APPROVAL DATE
No.

Exp.

R
E

G
I

S
T

E
R

E

D
 
P

ROFESSIONA
L

 
E

N
G
I

N
E

E
R

S

T
A
TE OF CALIF

ORN
IA

REGISTERED CIVIL ENGINEER

Dist
No.

THE STATE OF CALIFORNIA OR ITS OFFICERS

OR AGENTS SHALL NOT BE RESPONSIBLE FOR

COPIES OF THIS PLAN SHEET.

THE ACCURACY OR COMPLETENESS OF SCANNED

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

NO SCALE

NOTE:

NOTE:

DURING SERVICE

HIGHEST GRADE

ROCK ANCHOR

2
’-

0
"
 

M
i
n

–5^

WIRE

GUY

MATCH

THIMBLE EYE

DURING SERVICE

MONOLITHIC ROCK

LOWEST GRADE OF

DURING SERVICE

HIGHEST GRADE

THIMBLE EYE

DURING SERVICE

LOWEST GRADE 

TORGUE "T" = 1780 lbs-ft

MINIMUM INSTALLATION

BLADES AS REQUIRED

�" ANCHOR

–5^

WIRE

GUY

MATCH

H
E

L
I
X
 
P

L
A

T
E
S

A
S
 

R
E

Q
U
I
R

E
D

AT POLE

CONNECTION

GUY WIRE

�" Ø GUY WIRE

DURING SERVICE

HIGHEST GRADE

GRADED AGGREGATE

COMPACT �" - 1�"

place of expanded steel anchors.
Helical anchor detail may be used in

STEEL ANCHOR

�" GALVANIZED

EXPANDED STEEL ANCHOR

–5^

GUY WIRE

MATCH

DURING SERVICE

LOWEST GRADE

THIMBLE EYE

INSULATOR

STRAIN

TEMPORARY WOOD POLES

DETAILS No. 2

HELICAL ANCHOR DETAIL EXPANDING ROCK ANCHOR DETAIL 

EXPANDED STEEL ANCHOR DETAIL

1-26-18

2
0
1
8
 

S
T

A
N

D
A

R
D
 

P
L

A
N
 

E
S
-
1
9

B

ES-19B

Stanley P. Johnson

C57793

3-31-20

CIVIL

5
6
3

May 31, 2018


